Configuring WDS on 6.2T.2

You will need to have two devices, preferably with the same firmware version. One will be the main device connected to the Internet and the second one will be your wireless extender (referred to as second device in this document).

On the main device connected to the Internet:

1. Browse to the device's interface via http://192.168.1.254
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On the left hand side menu, click Home Network > Interfaces .

3. Click on the wireless interface of the device. 

4. Click Configure on the top-right hand side.
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Change the Network Name (SSID) to SpeedTouch.'

Note: SSID can be set to anything you like, but it must be set the same for both devices being used. 

6. Change the Channel Selection to Manual.

7. Change channel to either channel 1.

Note: Channel can be set to any available channel, but it must be set the same for both devices being used.
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Set security to WEP and enter a 10 digit HEX encryption key.

9. Click Apply.

On the Second device:

10. Repeat steps 1 through 9, as you did for the main device.

11. On the left hand side menu, click Home Network > Interfaces > LocalNetwork . 

12. Click Configure on the top-right hand side.

13. Under the IP Address section, click the Edit link to the right of 192.168.1.254/24.
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Change the IP address to 192.168.1.253 and click the apply link.

15. Browse back into the device using its new address: http://192.168.1.253 . 

16.  Click Home Network > Interfaces > LocalNetwork .

17. Click Configure on the top-right hand corner.

18. Uncheck the Use DHCP Server box and click apply.
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19. LocalNetwork settings on the second device should look like the screenshot on the right:

20. Click Home Network > Interfaces > WLAN: SpeedTouch.

21. On the top-right hand side, click Configure.

22. Under Pick a Task, click Configure WDS.

23. Under Pick a Task, click Scan for wireless accesspoints.

24. Click OK on the information window that will appear.

25. The main device should appear in the list of access points available.
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Select SpeedTouch and click Apply.

27. You should see that WDS has been enabled and is capable of associating with the main device.

28. Configuration for the second device is now complete. We must now go back to the main device.
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Back on the main device:

29. Browe to http://192.168.1.254
30. Click Home Network > Interfaces > WLAN: SpeedTouch .

31. Click Configure on the top-right hand corner.

32. Under Pick a Task, click Configure WDS.

33. Under Pick a Task, click Scan for wireless access points

34. Click OK on the information window that will appear.

35. Check the box left of SpeedTouch and click Apply.

36. WDS configuration should now be complete. You may test it by ping the secondary device using IP address 192.168.1.253. 

